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AMERICAN DUELING PIANOS
TECHNICAL RIDER

(For venues 300 people or less)

STAGING

= Flat space with a minimum dimension of 8’ X 16’. (see sample stage configuration document for various
set-ups)
* |deal risers would be 1’-18” in height.

LIGHTING

= Two (2) light trees with a min. of 4 par can type lights on each.

* Colored jells in warmer colors.

POWERED SPEAKER PA SYSTEM
MINIMUM REQUIREMENTS:
#  SPEAKERS - Four (4) 400W bi-amped powered speakers (2 - Mains + 2 Monitors)
12” LF Driver - 300W
1.75 HF Driver - 100W
Two (2) speaker stands
Appropriate speaker/line cables and power cords and extension cord/power strips

PREFERABLY: Mackie SRM450, JBL PRX515, RCF ART 312-A MKIIl or EV ZX4

MINIMUM REQUIREMENTS:
* MIXER - One (1) mixer with a minimum of 4 separate XLR inputs and 4 seperate 1/4” inputs

**REQUIRED** Two seperate Aux channels with master control and outs for monitors

PREFERABLY: Mackie ProFX16, Allen & Heath Mix Wizard or Yamaha MG166C

* ALL appropriate speaker/line cables and power cords and extension cord/power strips to connect mains
and monitors

> Two (2) Microphone boom stands with clips

BACK LINE GEAR
MINIMUM REQUIREMENTS:
* STAGE PIANOS - Two (2) 88 key weighted keyboards (Both keyboards need to be the same model) with
appropriate cables - (12’ 1/4’ to 1/4”), (power supply) and (sustain pedal).
PREFERABLY: Yamaha P80, or Yamaha P90, Kerzweil PC88 or comperable
Two (2) Keyboard Stands
Two (2) Benches (may substitute keyboard benches with drum thrones)
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PA CHECKLIST

REQUIRED

One (1) 8 channel mixer (MUST HAVE 2 AUX OUTS)
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D Two (2) Speaker Stands
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Two (2) Speaker Cables (out of mixer mains to speaker)
Two (2) Power cables for Speaker

Two (2) Powerd Monitors

Yamaha P-80

Two (2) Speaker Cables (out of mixer AUX to Monitors)

Two (2) Power cables for Monitors

Light Tree (Par Cans)
With Stand

Two (2) 88 Weighted Key Keyboards
Two (2) Instrament cables for Keyboards
Two (2) Sustain Pedals

Two (2) Power cables for Keyboards
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Two (2) Piano Benches (can be substituded with drum thrones)

Speaker
(Main)
With Speaker Stand

Two (2) Keyboard Stands
Two (2) Light Trees with four (4) Par cans each
Two (2) Light Tree Stands

Five (5) Extension Cords
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Three(3) Power strips (with surge protector)

OPTIONAL
D Two (2) piano shell tops

Six (6) 4x4 piano legs

Speaker
(Floor Monitor)



